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Specifications

Connectors 2.54mm 40-pin header for IDE x1
2.54mm 20-pin box header for GPIO x3
2.54mm 10-pin box header for RS-232 x2
2.0mm 44-pin header for IDE x1
98-pin slot for ISA x2
External RJ-45 connector for Ethernet x1 USB1 PS/2KB
External USB connector x4 CoM1 USB2 COM3
External 9-pin D-Sub male connector for RS-232 x4 Peripheral
External 6-pin Mini DIN connector for Keyboard x1 Al

External 6-pin Mini DIN connector for Mouse x1 VSX'DIP'ISA Development Kit
Power Requirement Single Voltage +5V @ 250mA

Weight 3009
Board Size 240 x 160 mm (9.45 x 6.3 inches)

Operating
Temperature

35" CPU
Module

VDX-DIP-ISA

Display Product
Series

ICOP-2811
-40°C ~ +85°C

Packmg List ICOP-0091

e VSX-DEV-204-ISA x1
e (able

HDD 40P (2.54) x1 VSX-DEV-204-ISA

RS-232 (2.54) x2

GPIO (2.54) x3

HDD 44P (2.0) x1

Ordering information

* VSX-DEV-204-ISA VSX-DIP-ISA Development Board
* ICOP-2811 PC/104 VGA/LCD Module
 ICOP-0091 PC/104 Interface to ISA Bus

All Specifications are subject to change without notice.




